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NOTES:
1. COMPRESSION SUCTION 20 PSI.
2. MAOP MUST BE AT MINIMUM 28 PSIG.
3. AT MINIMUM PIPE MUST TEST TO 42 PSIG (1.5 TIMES THE MAOP.)
4. ABOVE GRADE USE 3" SCHEDULE 40 STEEL
5. BELOW GRADE PLASTIC MAOP OF MIN.28 PSI
6. USE FACTORY ANODELESS RISER



GAS DRYER

CONDUIT PENETRATIONS C1-C8
1" 8 PLACES

DRYER
CONDUIT

CONNECTIONS
(EXTERNAL)

MOTOR CONDUIT
PENETRATION

C9  3" PRIORITY PANEL
PENETRATIONS

1/2" COMPRESSION
FITTINGS (6 PLACES)

COMPRESSOR
INLET

DRYER INLET
3" CL150 RF FLANGE

VENT STACKCOMPRESSOR DATA
WEIGHT:   20,000 LBS (APPROXIMATE)
TYPE:   ARIEL RECIPROCATING COMPRESSOR JGQ/2 4-STAGE
CLEARANCE: ALLOW 36" MINIMUM ON ALL SIDES FOR
           ACCESS UNLESS OTHERWISE INDICATED
MOUNTING:  REQUIRES EIGHT (8) 1" DIAMETER ANCHOR BOLTS
           (NOT PROVIDED). GROUTING THE COMPRESSOR TO
           CONCRETE IS NOT RECOMMENDED.
LIFTING:   MINIMUM 24" SPREADER BAR IS REQUIRED.
           UTILIZE FOUR (4) LIFT RINGS.
SHIPPING:  VENT STACK REMOVED FOR SHIPPING.



8' 4"

11'

21'

1'

PRIORITY PANEL DISCHARGE
1/2" COMPRESSION FITTING
6 PLACES

DRYER INLET
3" CL150 RF FLANGE

1/4" COMPRESSION
FITTING INLET
ACTUATOR SUPPLY

2-1/2" TYP

8' 5"

9-1/4"

5-7/16"
10-1/2" TYP 3' 1"

3' 4-3/4""

1/2" FNPT
RECEIVER

TANK DRAIN



NOTES:
1. COMPRESSION SUCTION 20 PSI.
2. MAOP MUST BE AT MINIMUM 28 PSIG.
3. AT MINIMUM PIPE MUST TEST TO 42 PSIG (1.5 TIMES THE MAOP.)
4. ABOVE GRADE USE 3" SCHEDULE 40 STEEL
5. BELOW GRADE PLASTIC MAOP OF MIN.28 PSI
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NOTES:
1. COMPRESSION SUCTION 20 PSI.
2. MAOP MUST BE AT MINIMUM 28 PSIG.
3. AT MINIMUM PIPE MUST TEST TO 42 PSIG (1.5 TIMES THE MAOP.)
4. ABOVE GRADE USE 3" SCHEDULE 40 STEEL
5. BELOW GRADE PLASTIC MAOP OF MIN.28 PSI
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C109

3" CONDUIT

C108

C107

C104

1 1/4"

CONDUIT

C102B

3/4"

CONDUIT
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3/4"
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1" CONDUIT
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1" CONDUIT

PRIORITY

PANEL

CLASS  1 DIV 2  GROUP D

SEE NFPA 52

TABLE 7.4.2.9

C112

C106

EXISTING

ON SKID

C210

3/4" CONDUIT

C211  - 3/4" CONDUIT

DRYER
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NOTES:
1. COMPRESSION SUCTION 20 PSI.
2. MAOP MUST BE AT MINIMUM 28 PSIG.
3. AT MINIMUM PIPE MUST TEST TO 42 PSIG (1.5 TIMES THE MAOP.)
4. ABOVE GRADE USE 3" SCHEDULE 40 STEEL
5. BELOW GRADE PLASTIC MAOP OF MIN.28 PSI
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